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MODERATO

MODERATO - TA RF
It is an electronic thermostat

 to control the temperature

 of the room (scale 6 to 30ºC)

by radiofrequency

MODERATO - RD
Electronic thermostat to floor

heating system

Room probe scale 6 to 30ºC 

Floor limit scale 20 to 35ºC

MODERATO - TA      
Electronic thermostat to

control the temperature of 

the room. Scale of 6 to 30ºC
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TECHNICAL DATA

Electrical wiringMeasures
Moderato - RD

SONDER

GUARANTEE CONDITIONS

VERY IMPORTANT!

(STANDARDIZED).

Sonder Regulación, S.A.

www.sonder.es

Moderato - TA RF

�W�e�i�g�h�t
Net : 108 grs. / Gross: 135 grs.

Moderato - TA

Moderato - TA RF

You found the
relay connection
in receiver 
device

L

230V~

N

PTC 2000   -30 to 80ºC

OPERATING

�§
(at 6 to 30 º C)

�§

�§

�§

It is an electronic thermostat to control the 
temperature of the room.

Moderato-TA

�§ (scale 
of 6 to 30ºC).

�§

�§

�§

�§

It is an electronic thermostat to 
control the temperature of the room by radiofrequency.

Moderato -TA RF

It is an electronic thermostat to control the 
temperature of a room with floor heating.

Moderato-RD

�§

�§

 range: 20 to 35ºC (No. 7).                

�§

�§  
(on relay = enabled / flashing  = error probe).

�§

�§

MODERATO - RD

Max. 9mm

S. 1,5mm
2

Is not allowed to mount 
the thermostat on a 

conductive background.

Connect according 
electrical wiring by 

models

FOR MULTIPLE WIRE

MODERATO

Specifications

MODERATOMODERATO - TA      

MODERATO - TA RF

MODERATO - RD

cód.: 29.043

cód.: 29.044

cód.: 29.045


